DECLARATION OF PERFORMANCE

according to Annex III of the Regulation (EU) No 305/2011
and the Delegated Regulation (EU) No 574/2014

Product name:
Quellmortel extra

DoP-No. 155-21-2000

1. Unequivocal classification of the product type:
EN 998-2:2016: M 30
3. Intended use:
Masonry mortar
3. Manufacturer:
Bostik GmbH, An der BundesstraBe 16, DE-33829 Borgholzhausen
4. System(s) of assessment and verification ) for the constancy of performance:

System 4
CWFT for the reaction-to-fire

5.1. Harmonized Standard (hEN):
EN 998-2:2016
Notified Bodies:

Not relevant

5.2. European Technical Assessment (ETA):

not relevant

Notified Body:

not relevant



6. Declared performance:

Harmonized

Compresive strength ((EN 1015-11)

M 30 (> 30 N/mm?2)

Flexural tensile strength

NPD

Bond strength Tabulated value in accordance to 5
EN 998-2, attachment C 0,15 N/mm
Chlorine content <0,1%

Water absorption (EN 1015-18)

< 0,40 kg/(m2. min?>)

Thermal conductivity (Tabulated values in

accordance to EN 1745)
A10, dry

< 0,82 W/(m.K) fur

P=50%
< 0,89 W/(m.K) fiir
P=90%

Water vapour diffusion coefficient p
Tabulated value in accordance to EN 1745

15/35

Durability (freeze-thaw resistance
according to EN 998-2, attachment B)

Appropriate for a
moderately aggressive
environment

Essential Characteristics Performance Technical
: Spezification
Reaction-to-fire class Al
Release of dangerous substances NPD
Water content litre/kg powder 0.16 litre/kg

EN 998-2:2016

7+

The performance of the a. m. product is in conformity with the performance declared

in section 6. This declaration of performance is issued under the sole responsibility of
the manufacturer indentified under point 3.

Signed for and on behalf of Bostik GmbH by Company Management

Borgholzhausen, March 12, 2021
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Managing Director (MD)




